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Proceso de Acetilación

La acetilación es un proceso no-tóxico y sostenible, que aumenta el número de grupos de acetiles de origen 
natural en las células, 

Las �bras de madera contienen grupos químicos llamados “Hidróxilos libres” (-OH). Ellos absorven y liberan 
agua, causando que las �bras de madera se hinchen y contraigan. Ésta es una de las principales razones por 
las cuales la madera es propensa a la degradación y pudrición.  

 usando ácido anhídrico. Éste proceso impide la absorción de agua, mejora la estabilidad 
dimensional y la aumenta la durabilidad de la madera.

Ácido anhídrico

ácido anhídrico



LEAF - Medio Ambiente

Carbono Neutral o Negativo:
Nuestra misión es crear productos de arquitectura de alta calidad, con bajas emisiones de CO2. 

Generar con�anza en el uso de madera en la construcción:
Con LEAF se le pierde el miedo al diseño en madera y se enaltece el material para su uso en construcción. 
Ofrecemos productos que pueden reemplazar alternativas menos sustentables como el aluminio, metal o
concreto. 

Reutilización de Material:
Generamos pasos de fabricación donde los residuos pueden ser reincorporados en otros procesos o productos. 

Certi�caciones Mundiales:
Contamos con garantías y documentos que prueban la calidad, durabilidad y aporte al medio ambiente. 



LEAF - Estudio Comparativo

La Acetilación ha demostrado ser el método más efectivo y con�able.

En vista del creciente uso de la madera en la construcción, se han desarrollado diferentes métodos 
para protegerla frente a factores que la deterioran, tales como temperatura, humedad y microorganismos.
La acetilación es un método natural que cumple con los más altos estándares de estabilidad y vida útil. 
 

Madera Modi�cada: 



LEAF - Estudio Comparativo

Estabilidad dimensional de maderas modi�cadas: 

Uno de los bene�cios de la madera modi�cada es el mejoramiento de la estabilidad dimensional. Las 
propiedades de movimiento de la madera se miden en contracción e hinchazón cuando se le expone a un 
ambiente cambiante, al igual que el riesgo de deformación. 

Esta prueba compara la contracción e hinchazón de maderas modi�cadas expuestas a alta y baja humedad,
además de analizar su deformación. Accoya obtiene la menor deformación.  
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Chart 1:  The percentage of total swelling and shrinkage for �ve modi�ed woods tested against reference species when exposed to changes in ambient conditions.
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Chart 2:  Summary of cupping trial results of �ve modi�ed woods (based upon 120mm-wide x 20mm-thick samples)
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Figure 5: Example of cupping due to water immersion of test pieces

Figure 5 and Chart 2: Chart 2, WIS 2/3-63: Modi�ed wood products, página 8. 

Photo: Exova BM TRADA

Pine

Larch

Lignia

Thermowood

Kebony 

 

redwood
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red cedar

Las muestras fueron barnizadas por una cara y sus cantos, dejando trascara al natural, de manera de generar
contraste en ambas caras. Se sumergieron en agua hasta estar bien mojadas para posterirmente ser secadas.  
Accoya obtiene la menor deformación durante inmersión y secado (menor a 0.1 mm de forma tangencial).  
 
 

Pruebas de estabilidad dimensional: (Estudio TRADA) 
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Modi�cation brand Typical timber 
species used

End use
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Thermal (Many brands and species are available worldwide which may be imported into the UK and this list is not comprehensive)

ThermoWood ® S Spruce/Redwood Moderately 
durable Durable Susceptible Susceptible D = – – + –

ThermoWood ® D Spruce/Redwood Durable Durable Susceptible Susceptible D = – – + –

Plato® WOOD Poplar/Frake/Spruce Durable Durable Susceptible Susceptible D = – – + –

Lunawood® ThermoWood Spruce/Redwood Durable Durable Susceptible Susceptible D = – – + –

Brimstone®  British grown Ash/
Sycamore/Poplar Durable/! Durable Susceptible Susceptible D = – – +/! –

Durawood®  Ayous (Obeche) Durable/! Durable Susceptible Susceptible D + – + +/! –

Durawood® is manufactured from quarter sawn stock which can provide additional bene�ts compared to �at sawn timber.

Natural Cladding® Ayous (Obeche) Durable/! Durable Susceptible Susceptible D = – – +/! –

Chemical 

Accoya®  Radiata pine Very durable Durable Durable Moderately 
durable D + + = + =

Tricoya®  (MDF) Pine spruce Very durable Durable Durable  N/A  N/A  =  = + =

Kebony®  Radiata pine Very durable Durable Durable Moderately 
durable/!  N/A + + = + =

Kebony®  †A Southern yellow pine/
Redwood Durable/! Durable Durable N/A  N/A  +  + =  N/A =

Impregnation 

Lignia™  XD® Radiata pine Very 
durable/! Durable Durable N/A B + + = +/! =

Organowood®  †A**** Redwood/Spruce Very 
durable/! N/A N/A N/A

Cladding / C 
+  + = – =

Flooring / B

* The durability classi�cations presented for these modi�ed woods may 
not apply for in ground contact uses (i.e. fence posts) unless ground 
contact test data is available.

**  The reaction to �re classi�cations presented are for guidance only. 

•  Thermally modi�ed wood classi�cations are generic values based on 
a range of tests using di�erent thicknesses and species.

•  Accoya
®

 classi�cations are based on 32mm structural sizes of timber.
 

®

•  Kebony  has been tested under the ASTM standards although no 
Euroclass data was available.

Classi�cations may di�er depending upon speci�c conditions (i.e. the 
thickness of the timber or horizontal or vertical application). Test data for t
he speci�c use should be sought from the manufacturer.

*** Refers to the ease of �xing upon installation (i.e. the risk of splits around
nails at the time of installation). Once �xings are applied modi�ed woods 
are expected to better than unmodi�ed woods due to their lower movement 
characteristics. Manufacturers may provide installation guidance documents 
for their products.

**** Reference data relates only to Organowood  as a modi�ed material 
(i.e. not as a site applied treatment).

Table 3:

  

The level of performance for various modi�ed wood products, imparted through di�erent wood modi�cation processes. 

   

NOTE: Manufacturers should always be contacted direct since further and more up-to-date test data may become available.

– Decreased performance compared to the unmodi�ed species

! Entry is based upon limited test data

= Equal performance compared to the unmodi�ed species

N/A No information available

+ Improved performance compared to the unmodi�ed species

†A Modi�cation is not throughout the cross section, classi�cations given 
only apply to the outer modi�ed surface zone

®

Key

TRADA, Modi�ed Wood Products, January 2017, pag. 6.  
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Table 2:  Current uses for various modi�ed woods

Modi�cation brand End-use
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Thermal modi�cation

ThermoWood ® S       

ThermoWood ® D        

Plato® WOOD        

Brimstone ®       UT*

Lunawood® ThermoWood        

Durawood® 

Natural Cladding® 

Chemical modi�cation

          UT* 

Tricoya® (MDF)      

Furfurylation         

Impregnation

Lignia™ XD ®       

Organowood ® 

*UT Under Test

Accoya®

TRADA, Modi�ed Wood Products, January 2017, pag. 5.  

Madera Acetilada es 
la única con 
posibilidad de uso 
transversal. 
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Acetilación
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Thermal
DMDHEU

 Mini block 11 weeks 
P. placenta 

Mini block 20 weeks 
P. placenta 

EN 113 
20°C/70% RH ENV 807 

 

22
/7

0 
16

/7
0 

11
/7

0 
Sp

S 
B

 
Sp

S 
B

 
Sp

S 
B

 
22

/7
0 

16
/7

0 
11

/7
0 

Sp
S 

B
 

Sp
S 

B
 

Sp
S 

B
 

C
.p

. 
P.

 p
. 

T.
v.

 
Sp

S 
B

 
Sp

S 
B

 
Sp

S 
B

 
25

/8
0 

25
/6

0 
10

/8
5 

Sp
S 

B
 

Sp
S 

B
 

Sp
S 

B
 

Wood modifications 
         5 5 4 4 4 4 4 3 4          1 1 1 2 1 3 1 5 2 

          5 5 3 4 4 4 4 3 3          1 1 1 1 1 1 1 2 1 
         4 4 1 3 3 3 3 1 2          1 1 1 1 1 2 1 4 1 
         1 1  1 1 1 1 1 1 1          1 1 1 1 1 1 1 1 1 

Hardwoods 
4 4 3 4 5 4 5 4 5 5 5 5 5 5 4 5 4 5 5  5 5 5   5 5 5 5 4 5 5 5 5 5 5 
4 4 2 4 5 4 5 3 5          5  5 5 5   5 5          
4 4 2 4 5 4 5 3 5 5 5 5 5 5 5 5 4 5 5  5 5 5   5 5 5 5 3 5 5 5 5 5 5 
4 4 2 4 5 4 5 3 5          5  5 5 5   5 5          
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4 3 1 4 5 3 5 1 5 5 5 5 5 5 5 5 4 5 5  4 5 5   5 5 5 5 3 5 5 5 5 5 5 

Ash 4 3 1 4 5 3 5 3 5          1  5 1 1   5 5          
Oak 
Wych Elm
Merbau
Teak

Scots Pine
Norway Sp.
Sitka Sp.
Silver Fir
Siberian Lar.
Scots Pine H.

Juniper

Douglas Fir.
Europ. Larch

W.Red Cedar
W.Red Cedar

Copper HDO

CCA
Copper Naphthenate

4 2 1 3 4 2 4 1 5 4 3 1 3 3 3 3 1 2 1  1 1 1   1 1 2 2 1 4 3 5 3 5 3 
2 1 1 2 3 1 3 1 3          1  5 1 1   5 5          
1 1 1 1 1 1 1 1 3          1  1 1 1   1 1          
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Softwoods 
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1 1 1 1 1 1 1 1 4          1 1 1 1 1 1  1 1          

Reference preservatives  
         5 5 4 5 5 5 5 4 4          1 1 1 3 2 1 1 4 1 
         5 5 3 5 5 4 4 3 3          1 1 1 3 2 1 2 5 3 
         1 1 1 1 1 1 1 1 1          1 1 1 3 1 1 1 4 2 

THE INTERNATIONAL RESEARCH GROUP ON WOOD PROTECTION , On the e�ect of climate and exposure conditions on durability indicators and their potential for service life prediction of woodbased products , Section 2,  2016. pag. 28

Table 18: A summary of the durability class ranking according to CEN/TS 15083-1 and 15083-2 for mini block tests after 11 and 20 weeks, EN 113 and ENV 807 in di�erent climates. 

Ranking - Predicted Service Life (PSL)

Madera Acetilada es 
la única que mantuvo 
la mejor de las 
cali�caciones en 
todos los estudios.  
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Tabla de deformación tangencial de seis sustratos en respuesta
al ciclo de absorción y desorción.   

Pine
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Chart 2: Comparative cupping distortion profiles of six test substrates in 
response to cycles of wetting and drying 

Desorption 
phase 

Absorption 
phase 

TRADA, An Evaluation of Five Substrates used for Cladding under the BITWON Award, Octubre 2006, pag. 8 - 9.  
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